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	Copyright © Personal Hobby
	I am a technical travel workaholic with a year-round office + hotel. I have a personal wired wireless LAN from the technical office
	The H68K is worth a triple whammy for its improved productivity and network environment, from building to deploying personal networks in hotels on business trips.

	Article Notes
	The content of this document may be updated from time to time due to product version upgrades or other reasons. Unless otherwise agreed, this document is only
	As a personal sharing, all statements, information and recommendations in this document do not constitute any express or implied warranties.

	Legal notice
	The various types of software mentioned in the text are not developed by the author and come from the open source hardware community.
	The author only describes in this article the wired router, wireless router and wireless bridge setup tutorials that comply with national network security, and the Rexchip chip burn-in method.
	The author strongly advocates the maintenance of national cyber security and national information security.
	Recommended Purchase QR Code


	Bleeping
	Recommended Bleep Search H68K for more fun videos, unboxing videos.
	The following symbols may appear in this document and what they represent is given below.
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	3 Firmware upgrades
	The firmware is from a third party open source community and is not related to the author, this section is only intended as a burn-in tutorial for the RK Rexchip.
	TF card boot principle
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	4 About power supply and cooling
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	1 When your device is powered by TYPC and there is instability such as power loss and reboot, please use the DC12V adapter.
	2 When using a fast charger adapter, a non-standard adapter may output 9 V. The white power light on the H68K will flash and the unit will not power up properly. The H68K will be burned out if you disconnect it as soon as possible and use a standard a...
	3 H68K Deploy away from heat sources, sources of electromagnetic interference and radiation, and electromagnetic radiation sensitive equipment.
	4 The TYPC-C wire should be as short and thick as possible to reduce the voltage drop across the 5V voltage, which can lead to unstable operation.





